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Produktgruppe Product Group [J
[Induktionsgerate / Induction devices

Material- Bezeichnung CAS Nr. Bezgichnung

nummer besorgniserregender besorgniserregender

Stoff Stoff
Art.No. description Substance of concern (CAS No.) Substance of concern (description)

188921 Netzschnur kpl. 7439-92-1 Lead

502537 Kapillarrohr STB 7439-92-1 Lead

502537 Kapillarrohr STB 10043-35-3 Boric Acid

517836 |ANSCHLUSSSTUECK 1/2" 7439-92-1 Lead

812684 |Vorsatzschalter 10043-35-3 Boric Acid

873837 Indukt.Generator Wok Atics 7439-92-1 Lead

874310 [Indukt.Generator QUAD Plus 7439-92-1 Lead

874329 Indukt.Generator QUAD Plus 7439-92-1 Lead

874337  |Indukt.Generator QUAD Plus 7439-92-1 Lead

875015 Indukt.Wok-Spule 5KW 400V (m.Spulentr{556-67-2 D4 Octamethylcyclotetrasiloxan
875015 Indukt.Wok-Spule 5KW 400V (m.Spulentr{541-02-6 D5 Decamethylcyclopentasiloxan
875015 Indukt.Wok-Spule 5KW 400V (m.Spulentr{540-97-6 D6 Dodecamethylcyclohexasiloxan
876343  [Wok-Spule 3,5 - 5kW 230V (m.Spulentrag556-67-2 D4 Octamethylcyclotetrasiloxan
876343  [Wok-Spule 3,5 - 5kW 230V (m.Spulentrag541-02-6 D5 Decamethylcyclopentasiloxan
876343  [Wok-Spule 3,5 - 5kW 230V (m.Spulentrag540-97-6 D6 Dodecamethylcyclohexasiloxan
876454 Indukt. Generator Wok Atics 7439-92-1 Lead

876454  |Indukt. Generator Wok Atics 1306-19-0 Cadmium oxide

876468 Indukt.Generator Braeter Atics 7439-92-1 Lead

876486  |Austausch_Indukt._Generator zu 873837|7439-92-1 Lead

876505 Indukt. Generator Atics Spule D270 7439-92-1 Lead

878795 Indukt. Generator_Atics Spule D310 7439-92-1 Lead

878796  |Indukt.-Spule 8kW D310 400V 7439-92-1 Lead

878796 |Indukt.-Spule 8kW D310 400V 556-67-2 D4 Octamethylcyclotetrasiloxan
878796 Indukt.-Spule 8kW D310 400V 541-02-6 D5 Decamethylcyclopentasiloxan
878796 |Indukt.-Spule 8kW D310 400V 540-97-6 D6 Dodecamethylcyclohexasiloxan
878796 Indukt.-Spule 8kW D310 400V 127-19-5 N,N-dimethylacetamide




880052  [Austausch Indukt. Generator zu 876011 |7439-92-1 Lead

880229 Indukt. Generator Atics Spule D220 7439-92-1 Lead

880229 Indukt. Generator Atics Spule D220 1306-19-0 Cadmium oxide

880239  (Spule 3,5kW D220 230V 1N f. ATICS 7439-92-1 Lead

880239  (Spule 3,5kW D220 230V 1N f. ATICS 556-67-2 D4 Octamethylcyclotetrasiloxan
880239  (Spule 3,5kW D220 230V 1N f. ATICS 541-02-6 D5 Decamethylcyclopentasiloxan
880239  (Spule 3,5kW D220 230V 1N f. ATICS 540-97-6 D6 Dodecamethylcyclohexasiloxan
880239 (Spule 3,5kW D220 230V 1N f. ATICS 127-19-5 N,N-dimethylacetamide
880539 [Spulentraeger mit 2 Spule 210x210 7439-92-1 Lead

880539 Spulentraeger mit 2 Spule 210x210 127-19-5 N,N-dimethylacetamide
880889 Ind. Generator 2x3,5kW - Spulen D220 [7439-92-1 Lead

880889 Ind. Generator 2x3,5kW - Spulen D220 [556-67-2 D4 Octamethylcyclotetrasiloxan
880889 Ind. Generator 2x3,5kW - Spulen D220 [541-02-6 D5 Decamethylcyclopentasiloxan
880889 Ind. Generator 2x3,5kW - Spulen D220 |540-97-6 D6 Dodecamethylcyclohexasiloxan
880890 [Ind. Generator m. Spulen 2x5kW 7439-92-1 Lead

880890 Ind. Generator m. Spulen 2x5kW 556-67-2 D4 Octamethylcyclotetrasiloxan
880890 [Ind. Generator m. Spulen 2x5kW 541-02-6 D5 Decamethylcyclopentasiloxan
880890 Ind. Generator m. Spulen 2x5kW 540-97-6 D6 Dodecamethylcyclohexasiloxan
881190 (Spule 5kW D220 400V f. Atics 7439-92-1 Lead

881190 [Spule 5kW D220 400V f. Atics 556-67-2 D4 Octamethylcyclotetrasiloxan
881190 (Spule 5kW D220 400V f. Atics 541-02-6 D5 Decamethylcyclopentasiloxan
881190 [Spule 5kW D220 400V f. Atics 540-97-6 D6 Dodecamethylcyclohexasiloxan
881190 (Spule 5kW D220 400V f. Atics 127-19-5 N,N-dimethylacetamide
881491 Indukt. Generator Atics Spule D220 7439-92-1 Lead

883488 Ind.Generator 2x2,5kW - Spulen 210x210{7439-92-1 Lead

883488 Ind.Generator 2x2,5kW - Spulen 210x210|{556-67-2 D4 Octamethylcyclotetrasiloxan
883488 Ind.Generator 2x2,5kW - Spulen 210x210{541-02-6 D5 Decamethylcyclopentasiloxan
883488 Ind.Generator 2x2,5kW - Spulen 210x210{540-97-6 D6 Dodecamethylcyclohexasiloxan
883488 Ind.Generator 2x2,5kW - Spulen 210x210{127-19-5 N,N-dimethylacetamide
885774  |Indukt. Spule 3,5kW 400V 7439-92-1 Lead

885774 Indukt. Spule 3,5kW 400V 556-67-2 D4 Octamethylcyclotetrasiloxan
885774  |Indukt. Spule 3,5kW 400V 541-02-6 DS Decamethylcyclopentasiloxan
885774 Indukt. Spule 3,5kW 400V 540-97-6 D6 Dodecamethylcyclohexasiloxan
885774  |Indukt. Spule 3,5kW 400V 127-19-5 N,N-dimethylacetamide
885781 Indukt.-Spule 3,5kW 400V 150x290 7439-92-1 Lead

885781 Indukt.-Spule 3,5kW 400V 150x290 556-67-2 D4 Octamethylcyclotetrasiloxan
885781 Indukt.-Spule 3,5kW 400V 150x290 541-02-6 D5 Decamethylcyclopentasiloxan
885781 Indukt.-Spule 3,5kW 400V 150x290 540-97-6 D6 Dodecamethylcyclohexasiloxan
885783 Indukt.-Spule 5kW 400V D270 7439-92-1 Lead

885783 Indukt.-Spule 5kW 400V D270 556-67-2 D4 Octamethylcyclotetrasiloxan
885783 Indukt.-Spule 5kW 400V D270 541-02-6 D5 Decamethylcyclopentasiloxan
885783 Indukt.-Spule 5kW 400V D270 540-97-6 D6 Dodecamethylcyclohexasiloxan
885783 Indukt.-Spule 5kW 400V D270 127-19-5 N,N-dimethylacetamide
886252 Indukt. Generator Atics Intro C270 7439-92-1 Lead

886252 Indukt. Generator Atics Intro C270 127-19-5 N,N-dimethylacetamide
886282 Indukt. Generator Atics Intro C270 7439-92-1 Lead

886282 Indukt. Generator Atics Intro C270 1306-19-0 Cadmium oxide

886282 Indukt. Generator Atics Intro C270 127-19-5 N,N-dimethylacetamide
886518 [Ind.Spule 5kW D270 230V 7439-92-1 Lead

886518 [Ind.Spule 5kW D270 230V 556-67-2 D4 Octamethylcyclotetrasiloxan
886518 [Ind.Spule 5kW D270 230V 541-02-6 D5 Decamethylcyclopentasiloxan




886518 [Ind.Spule 5kW D270 230V 540-97-6 D6 Dodecamethylcyclohexasiloxan
886518 [Ind.Spule 5kW D270 230V 127-19-5 N,N-dimethylacetamide
886956 Indukt. Generator Atics Intro C300 WOK (7439-92-1 Lead

1G886050 |Schutzleiterklemme WK 6 SL 7439-92-1 Lead

1G942394 |Abdeckkappe 7439-92-1 Lead

1H010804 |Kugelknopf D16 M4 7439-92-1 Lead




